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UTILITIES UNDERGROUND LOCATION SERVICE

1-800-795-0555
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TREE PLANTING DETAIL

TYPICAL FOR ALL DECIDUOUS, SINGLE—-TRUNK, TREES NTS

SET CROWN OF ROOTBALL
AT FINISH CRADE.  REWOVE
ALL POTS ANO CONTAINERS.

EDGES OF HOLE

FRIOR 10 PLANTNG.

TOPSOIL NOTES

@ TOPSOIL CAN BE STOCKPILED ON SITE. THE LANDSCAPE CONTRACTOR WILL BE REQUIRED
TO SPREAD AND FINISH GRADE. ALL PORTIONS OF THE SITE NOT RECEIVING CONCRETE,
CURB & GUTTER OR OTHER IMPROVEMENTS SHALL BE COVERED WITH A MINIMUM OF 4°
OF TOPSOIL AND SEEDED ACCORDING TO SPECIFICATIONS. ALL EXCESS TOPSOIL SHALL BE
HAULED OFF SITE AT THE LANDSCAPE CONTRACTORS EXPENSE.

& 10PSOIL_SHALL BE PLACED AND SEECED AS SOON AS PRACTICAL TO MINIMIZE WIND AND
WATER EROSION. BACKFILL BEHIND CURE AND GUTTER AS SOON AS REASONABLE 10
PREVENT STANDING WATER AND PROTECT THE IMPROVEMENTS.

GENERAL LANDSCAPING NOTES FOR ALL SHEETS

@ ALL CONTRACTORS WISHING TO SUBMIT BIDS FOR THIS LANDSCAPING PROJECT SHALL BE
RESPONSIBLE FOR FIELD VERIFYING ALL CONDITIONS.

> PROTECT THE INPROVEMENTS ON SITE AND ON THE ADJOINING PROPERTIES. PROVIDE
BARRICADES, COVERINGS OR OTHER TYPE OF PROTECTION AS NECESSARY TO PREVENT
DAMAGE AND TO SAFEGUARD AGAINST INJURY TO EXISTING UTILITIES.

DAMAGE THAT OCCURS TO PLANTS DURING TRANSPORTATION AND INSTALLATION WILL BE
THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR.

@ ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE LANDSCAPE CONTRACTOR THE
SAME DAY THAT THE PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE BUILDING,
THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING.

@ SOUITARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH
SHALL BE PLACED AROUND THE TREE IN A MUTTLE RING THAT CONFORMS TO THE DETAIL
PROVIDED FOR TREE PLANTINGS. 15 GALLON SLOW RELEASE WATERING BAGS SHALL BE
PROVIDED BY THE CONTRACTOR FOR ALL SOLITARY TREES.

@ LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING AND CARING FOR ALL
PLANT MATERIAL, AND OTHER LANDSCAPING IMPROVEMENTS UNTIL THE DATE OF FINAL
INSPECTION AND APPROVAL.

@ALL PLANTING BEDS SHALL BE INSTALLED WMITH 3° OF ORGANIC SHREDDED HARDWOOD
MULCH, LANDSCAPE FABRIC WITH A MINIMUM WEIGHT OF 4 OZ./SY, AND WHEREVER
NECESSARY, 6 POURED IN PLACE DECORATIVE CONCRETE EDGING TO CONTAIN THE
PLANTING BED.

BREAX UP ROOT BALL
OR SCORE WTH A CXFRLL
KNFE _TO ENSURE PLANT mMTH TOPSOL
ROOT DEVELOPUENT. o foriwg Mx ¥ SEEDING & MULCHING
AL SEEDING SHALL CONFORM TO THE MOST RECENT VERSION OF THE GITY OF BISNARCK
CONSTRUCTION  SPECIFICATIONS EXCEPT WHERE MODIFIED HEREIN.
arem SerROISALLIO ALL AREAS BEING SEEDED SHALL BE REASONABLY FREE OF STUMPS, ROOTS, BRUSH AND
Sy o STONES NO LARGER THAN 1/2" OR MORE IN DIAMETER.
AFTER PLANDNG IS
COUPLETED: IURE GRASS SEED
friotre ATULETIC PRO Il WXTURE AS DISTRIBUTED BY JACKUN SEED OF APPROVED EQUAL.
o AL e ALTERNATIVE SEED MIXES MUST BE APPROVED BY THE BISMARCK PUBLIC SCHOOL DISTRICT.
HEANIER: e MIXTURE SHALL CONTAIN 50X 2 OF 4 KENTUCKY BLUEGRASSES OF THE FOLLOWING VARIETIES
(BLUE CHIP, EVEREST, LIBERATOR, NuBLUE) AND 50X 2 OF 3 PERENNIAL RYEGRASSES OF
SHRUB/PERENNIAL PLANTING DETAIL THE FOLLOWNG VARINIES (ACCENT, CADDIESHACK 1l, TOP GUN Il). SEED SHALL BE INSTALLED
TYPICAL FOR ALL SHRUBS AND PERENNIALS NTS AT A RATE OF 225 LBS JACRE.
ALL SEEDED AREAS SHALL BE HYDROMULCHED. HYDROMULCH SHALL CONFORM TO THE MOST
RECENT VERSION OF THE CITY OF BISMARCK'S CONSTRUCTION SPECIFICATIONS FOR MULCHING.
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